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JRC FB 250 terminal JUE-250 new software ver. 01.61 release

JRC has released new software version: SYS01.61 for Fleet Broadband JUE-250 mobile terminals.
Please make sure to use JRC Launcher V2.0.5.0 with new SYS01.61.

Important Notice

Please make sure to update to the software SYS01.61 before rollover occurs in the internal GPS
receiver on May 15, 2022. The following issues will be caused by the rollover:
The date information in JUE-250 and the date recorded in variety of logs will go back 1024
weeks.

Communication failure will occur due to registration processing failure to the Inmarsat

network.

Notes for software update

Before updating software to SYS01.61, write down and record all the settings defined in both
“SMS-Setting” and “ADMIN” menu on Handset and/or JRC Launcher (Please use the setting
list from page 19). After updating to SYSO01.61, restore the settings by referring to those
recorded before the update.

Service type of TEL2 port will change to “Voice” setting after updating to SYS01.61 from
SYS01.04-01.22. Confirm and set service type of TEL2 port properly according to the
connected equipment (telephone or facsimile) after this update.

Make sure to use JRC Launcher V2.0.5.0 for SYS01.61.

| Changes from SYS01.54 to SYS01.61

Following items have been improved:

- Improved the issue that the date information in JUE-250 will go back 1024 weeks and
communication failure will occur due to rollover that occurs in internal GPS receiver on May 15,
2022.

- Improved the phenomenon that JUE-250 BDE may receive the satellite carrier unintended
during JUE-250 satellite searching or while the status of JUE-250 is in “SEARCH NG”’.

- Improved the phenomenon that when using SYS01.54, the DHCP count value (the number of IP
addresses assigned by JUE-250) is always maximum value (254 - “BASE IP” + 1) even if user
has changed it.
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- Improved the phenomenon that when using SYS01.54, Packet Detect Activate function always
returns to disabled even if user has changed it to enabled.

- Improved the phenomenon that when using the SIM card locked by PIN code, JUE-250 repeats
satellite search (the terminal status repeats “SAT SEARCH” and “REGISTERING”) under the
following conditions:

When user enters the wrong PIN code at startup
When user leaves without entering the PIN code at startup
When JUE-250 starts satellite search

- Added the fail-safe function when internal GPS receiver outputs invalid information.

- Improved the phenomenon that JUE-250 may display the wrong date or time when the status of
internal GPS receiver is “UNFIX” or “COLD START”.

- Improved the phenomenon that “GPS Status” in Unit Info may show “2D FIX” or “3D FIX”,
even though JUE-250 cannot get valid GPS information and the status of JUE-250 is
“POSITION?”.
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| Software updating procedure

Update JUE-250 software with following procedure a) to d).

* Do not connect any router or other equipment when updating JUE-250. Also, PC must be on the

same network as JUE-250.

a) Confirm the connection

JUE-250 software updating is executed by a PC with dedicated application for PC.
Prepare a PC and connect it to your JUE-250. (For details, refer “1. Confirm the connection™)

* Windows XP/Vista/7/10 OS is required.

b) Download the latest software for JUE-250

Confirm the website to check whether the latest software is uploaded or not, from the PC connected

to Internet. Download if the latest software is uploaded. (For details, refer “2. Download the soft
ware for JUE-250")

¢) Update JUE-250 software
Update the JUE-250 software by the downloaded software. (For details, refer “3. Update JUE-250

software”

d) Confirm the updated software version

Confirm the software version after updating, to check that JUE-250 software is correctly updated or

not. (For details, refer “4. Confirm the updated software version™)
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1. Confirm the connection
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(1). Prepare a PC and connect it directly to Ethernet port of JUE-250, with LAN straight cable. * Do

not connect any router or other equipment between JUE-250 and a PC when updating JUE-250.
Also, PC must be on the same network as JUE-250.
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(2). Set the LAN port IP address (being connected to Ethernet port of JUE-250) of your PC, to be on
the same network as JUE-250 by the following procedure.

NOTE

+ Skip this procedure when you already set the LAN port to DHCP (set the IP address setting as
[Obtain an IP address automatically]) and BDE’s DHCP setting enable.

* Current BDE’s DHCP setting can be referred at the Handset menu, <9> ADMIN - Input secret
code (default value 0001) - <3> Port - <3> Ethernet - BDE’s IP address (press OK) - BDE’s
subnet mask (press OK) - DHCP setting. Press B on hook button and close the menu after
you confirm the DHCP setting.

i).  Confirm BDE’s IP address from the Handset.
+ BDE’s DHCP setting can be referred at the Handset menu, <9> ADMIN - Input secret code
(default value 0001) - <3> Port - <3> Ethernet.

ii).  Select [start]-[Control Panel].

* [Control Panel] window is displayed.

§ Control Panel FEX
Fle Edit Wew Favorites Tools Help -

(€ & JI? ;\J Search || Folders [ZF]~

Address |3 Control Panel V‘ Go
— Accessibiity Cptions MProgram Updates
ﬂ-“ Control Panel ey = Add Hardware @ Regional and Language Options
©Add or Remove Programs S Scanners and Cameras
BAdministratve Tools Hscheduled Tasks
W Automatic Updates L Security Center
See Also 8 Bluetooth Configuration Dlsoundiax

~?Date and Time @ Sounds and Audio Devices
@ windows Update S Display ¢ Speech
@) Help and Support HFolder Options ©) Syrmantec Livelpdate
‘fﬂ!System
BGame Controllers o Taskbar and Start Meru
Internet Options G ThinkPad Configuration

O ThirkVantage Active Protection
& TrackPoint Accessibiity
= 83 User Accounts

@ windows CardSpace

T NECWOTE, SelUp Vilzar Windows Firewal

R Phone and Moderm Optio indows Media Connect
ElPortable Media Devices ireless Link

BPower Options =h\Wireless Network, Setup Wizard

“aPrinters and Faxes
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ii). Double click [Network Connections].

* [Network Connections] window is displayed.

iv). Select [Local Area Connection] and right-click, then click [Properties] from displayed menu.
* [Local Area Connection Properties] dialogue box is displayed.

+ Confirm that [General] tab is displayed on the front of the screen.

"= Network Connections EEX
Fle Edt View Favorites Tools Advanced Help L

eBaCk . > | l‘lﬁ /:j Search || Folders [(F]~

Address | @ Network Connections V‘ Go

~| Marme Type Status
Metwork Tasks .
Dial-up

Create a new ) ) ) )

Connection L Dig-up Connection Diial-up Ciscornectad
€ St up & home or sl L REMOUTE _cus Dlial-up Disconnectad

office network
& Change Windows

Firewall settings Internet Gﬂtewav
& Disable this network ; .

device “JInternet Connection Intermet Gateway Connected
% Repair this cannection
®ii Rename this cornection LAN or High-Speed Internet

Vi skatus of this ” ' . i
© it ocal Area Connection LARLar Hinb-Sneed [nternet Connected

Change settings of this local Area Cornection|  Disable Internet  Connected
EEEEE “Myireless Network Conn - Status Internet Disabled
Repair

Other Places ] )
Bridge Connections

[3: Contral Panel
\a My Mebwork Places Create Shortout

E} My Documents
i My Computer Fename

»

Details

Local Area Connection w4
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v).  Select [Internet Protocol (TCP/IP)] and click [Properties] button.
* [Internet Protocol (TCP/IP) Properties] dialogue box is displayed.
* Select [Use the following IP address] and input [IP address] and [Subnet mask] to be on the
same network as JUE-500. Do not input any IP address for [Default gateway].
e.g. When the BDE’s IP address is 192.168.128.100
Input 192.168.128.101 for [IP address] and 255.255.255.0 for [Subnet mask].

+ Select [Use the following DNS server addresses] and do not input any DNS addresses for
[Preferred DNS server] and [Alternate DNS server].

L Local Area Connection Properties (7] | Internet Protocol (TCP/IP) Properties

General |

General | Authentication | Advanced

Connect Lsing: “ou can get P settings assigned automatically if your network, supports
thiz capability. Otherwize, pou need ta ask pour netwark, administrator far

‘ EE IntellR) PROA000 PL Metwark Conn ‘ the appropriate |P settings.

Obtain an IP address automatically

(®) Uge the following IP address:

IF address: 192 168 .128 101
Subnet mask: ZRR O 2RR O ZRR 0

Thiz connection uges the following tems:

O .@ File and Printer Sharing for Microzoft Networks ~
YT YT R POV P

 Internet Protocol (TCP/IP)

¢ | @

Description
Transmizzion Contral Pratocal/Internet Pratocal. The defaus
wide area network pratacal that provides communication
across diverse interconnected networks.

(%) Use the fallowing DMS zerver addresses:
Preferred DNS server:

Alternate DNS server I:I

0k H Cancel ’ DK«[ Cancel ]
N

Show icon in notification area when connected
[ Matify me when this connection has limited ar no connectivity

vi). Click [OK] button.

* Screen is returned to [Local Area Connection Properties] dialogue box.

vii). Click [OK] button.
+ If message of rebooting is displayed, reboot a PC.
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2. Download the latest software for JUE-250

The latest software of JUE-250 is uploaded on the HP of Inmarsat.
The URLs are as follows:

® Inmarsat

https!//www.inmarsat.com/support/fleetbroadband-firmware/

If the software’s version on the HP is later than the JUE-250’s software version, download the

software from HP.

Software version of JUE-250 main unit can be displayed on Handset screen with following

operation:

<1> Status - <5> Unit Info - <2> Mainte No.- SYS
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3. Update JUE-250 software

Note
+ Do not turn OFF the power supply of JUE-250 and/or PC during the software forwarding or updating

+ Software forwarding or updating takes up to 20 minutes.

1. Activate your JUE-250 and confirm that initialization is completed.

* [Initialize] is displayed during initialization on the Handset screen.

Initialize

2. Execute the downloaded software file [JUE-250 0XXX.exe]. Double click the icon.

»

JUE-250_01 61 exe

3. Following dialog box is displayed. Click [Unzip] button.
Default unzip folder is C:¥Program Files¥Japan Radio Company¥JUE-250 Upgrader¥.

WinZip Self-Extractor - JUE-250 0161 exe 3

Run 'WinZip

To unzip all files in JUE-250.01 61 .2:e to the
specified folder press the Unzip button.

Unzip to folder:
| io Company¥JUJE-250 Lperadery | [ Erowse.. ]

Close

Owerwrite files without prompling About

'&'.lhen done unzipping opean:
Beanx _peradar.exe

Help
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4. Following dialog box is displayed. Click [OK] button.

WinZip 5elf-Extractor [5_(|

Q filelz) unzipped successiully

5. Select [Complete upgrade now] and click [OK] button. [BganX Upgrader] is activated.
¥ Bean¥ Uperader [5_(|

If kerminal ig not connected to wowr PC, connect it |F the voice and
|F packet zervice are connected ta the netwaork, dizconnect these
zEMvices,

{* Complete upgrade now

i Complete upgrade later

! BeanX Uperader [5_(
Eile Toolz Help

IP Address; | O

Mew zpztern verzion: Current sigtern version;

| el | Unknawn

|Tr_l,ling| ko refrieve gystem versian. .
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5.1. If the PC cannot connect with BDE

If your PC cannot connect with BDE, below screen is displayed.

BganX Lipgrader le

!j Cannot conneck ko terminal,
"

Check the netwark conneckion on your PC or

IP address of terminal. IF IP address is incorrect,
set correct IP address to the text box and then
retry [Tool]-[Get Swstem Yersion] in Upgrader menu,
If error repeats, close and restart Upgrader

or restark terminal,

In this case, assume the cause is that BDE’s IP address has been changed.
Set the current BDE’s IP address into the textbox which displays below IP address, and then select
[Tool] — [Get System Version] from Window’s menu. Current BDE’ IP address can be referred

at the Handset menu, <9> ADMIN - Input secret code (default value 0001) - <3> Port - <3>

Ethernet.
¥ BeanX Uperader r5_<|
Eile Toolz Help
IP Address: 192.168.128.100 .
Mew system version: Current spstem verzion:

| 01.61 Urknawn Upgrade

|Connection failed.

? Bean Uperader

e . E
gl Upgrade
Delete G Software |

Conn  Delete IB Software
|_ Delete ADE Software
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5.2. If the PC cannot still connect with BDE after the BDE IP confirmation

If your PC cannot connect with BDE after the BDE IP confirmation, below screen is displayed.

Bean: Uperader f'5_<|

!T Canhot connect to terminal.
d Check the network connection an your PG or
IF address of terminal. If IP address is incorrect,
zet carrect IP address to the text box and then
retry [Tool]-[Get System Verzion] in Uperader menu.

It error repeats, cloze and restart Uparader
ar restart terminal.

In this case, assume the cause is a changed PC’s IP address.

Confirm the PC’s IP address is set to be on the same network as the BDE. Refer to “1. Confirm

the connection” step (2) to confirm PC’s IP address setting.

e.g. When the BDE’s IP address is 192.168.128.100

L Local Area Connection Properties (?)X] | Internet Protocol (TCP/IP) Properties

General |

General | Authentication || Advanced

Connect Lsing: You can get [P settings assigned automatically if your netwark. supports
thiz capability, Otherwize, you need to ask vour network, administrator for

‘ EE IntellR] PRO/1000 FL Network Conn ‘ the appropiiate |P settings.

1| This connection uses the following items: 9] Obtain an P address automaticallr
~ (®) Uze the fallowing IP address:

O .@ File and Frinter Sharing for Microgoft Metwork s
it i 1P address: 192 165 . 128 . 101

\__-' Subnet mask: AR 2RR .25 . 0
|
\

Dezcription
Tranzmizzion Control Protocol/internet Pratocal. The defauy (&) Use the follawing DNS server addresses:
wide area nebwork, protocol that provides communication
across diverse interconnected networks.

Brefemad DWS server:

Ailternate DMS server I:I

ok H Cancel ’ DK/w Cancel ]
r\)

Show icon in notification area when connected
] Motify me when this connection has limited or no connectivity
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6. [Upgrade] button turns to active when installation is ready. Click [Upgrade] button. After that,

click [Yes] button in confirmation window. Forwarding of the file is started.

? Bean¥ Uperader

!

Eile Toolz Help

IF Address: | 192.168.128.100

M ew spztemn version: Current spztem version;

| 0Er | 01.54 Upgrads

|System wErFIon was retrieved|

].

BganX Upgrader X

I:.:.) Do wou want to proceed with the upload?

N

o
? Bean Uperader [5_<|
File Toolz Help —
IP &ddress: | .
MHew sypstem version: Current spstem version;
| 0El | 01.54

|L||:|I|:|a|:|ing Ch4 File ta Terminal...
[[]]
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7. Following dialog box is displayed when file forwarding is completed. JUE-250 reboots
automatically after several tens of seconds, and starts software updating.

Click [OK] button to close this dialog box.

Beani Uperader [z|

- Upload Successful, exiting Beank Uperader.

1)
Handzet indicates “5W UPDATE" during updating.
Pleaze wait and not power—off terminal during indicating “SW UPDATE".

When uperading iz completed, terminal iz rebooted automatically.
The new verzions can be checked fram Handset menu
<1xEtatus—<8: Unit hfo—<Z>Mainte Mo

8. [SW UPDATE] is displayed on the Handset screen during software updating.

SW UPDATE

9. JUE-250 reboots when software updating is successfully completed.
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9.1. When software update has failed

Update has failed when following phenomenon is generated.

A) [Upload file failed ] dialog box is displayed on the PC.

BganX Upgrader E'
TT pload file failed.
L

Check the network connection on your PC or

IP address of terminal. If [P address is incorrect,
set correct IP address to the text box and then
retry Upgrader, If error repeats, close and restart
pgrader or restart terminal.

B) [BDE Update Error] or [ADE Update Error] is displayed on the Handset screen.

BDE Update ADE Update
Error X Error X

C) Although the software is transferred and JUE-250 rebooted, updating is not completed even

after 20 minutes or more since its start.

To recover from the above phenomenon, update again with referring to [Recovery procedure when

software update has failed] (next page).
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9.2. Recovery procedure when software update has failed
A) Turn OFF the power supply of JUE-250.

B) Quit [JUE-250 Upgrader], if it is still active.
C) Turn ON the power supply of JUE-250 with pressing the right side button of the Handset.

Right side button

D) Release your finger from the right side button of the Handset when Ready LED of main unit
starts to blink.
E) Confirm the Handset screen transition, it displays [Initialize] and then [Safe Mode].

Initialize : Safe Mode

F) Repeat from the step 2 of [3 . Update JUE-250 software].
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9.3. Software downgrading procedure
If you have any problems caused by upgrading, you can downgrade the software.
A) Turn OFF the power supply of JUE-250.

B) Quit [JUE-250 Upgrader], if it is still activating.
C) Turn ON the power supply of JUE-250 by pressing the right side button of the Handset.

Right side button

D) Release your finger from the right side button of the Handset when Ready LED of main unit
starts to blink.
E) Confirm the Handset screen transition, it displays [Initialize] and [Safe Mode].

Initialize : Safe Mode

F) Repeat from the step 2 of [3 . Update JUE-250 software]. Use [JUE-250 Oxxx.exe] in
CD-ROM of JUE-250 to execute, instead of the downloaded file [JUE-250 Oxxx.exe].
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4. Confirm the updated software version

Check that the software version is correctly updated or not, from the following the Handset menu,
<1> Status - <5> Unit Info - <2> Mainte No. - SYS
When the update is succeeded, SYS No. is changed to the same number as the [0xxx] of the software

file [JUE-250 Oxxx.exe]

Unit Info menu screen

1 Status ]

2 SMS

5 Unit Info ]

6 1D

2.Mainte No. display screen

\ .System Package maintenance No.
1 Version

...Core Module maintenance No.

Mainte No.

...Interface Board Boot maintenance No.
ADE

...Interface Board maintenance No.

BDE

...ADE Boot maintenance No.

...ADE maintenance No.

...Handset maintenance No.
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Setting List

Item Default Setting
SMS Service Center Address (SCA) 00870772001799
SMS Validity 1 Day
SMS Class 3
SMS Send Status Report OFF
SMS Send Character Code GSM7
SMS Signature OFF
Delivery date 2007/01/01
Time differences from UTC +00:00
Main unit LED ON/OFF ON
Selection of satellite tracking method AUTO
Use of Secret code for a call from Handset port OFF
Use of Secret code for a call from TEL1 port OFF
Use of Secret code for a call from TEL2 port OFF
Volume level of Handset port NORMAL
Volume level of TEL1 port NORMAL
Volume level of TEL2 port NORMAL
COMM TYPE of TEL1 port VOICE
COMM TYPE of TEL2 port VOICE
Call Request of Handset port ON
Call Request of TEL1 port ON
Call Request of TEL2 port ON
Call Reception of Handset port ON
Call Reception of TEL1 port ON
Call Reception of TEL2 port ON
Voice-MSN of ISDN 1
Audio-MSN of ISDN 2
Backlight dimmer of Handset 3
Brightness of Handset LED lamps 3
Ringer pattern of Handset 1
Ringer volume of Handset 2
Voice volume of Handset 2
ON/OFF of key click sound of Handset ON
1P Address 192168128100
SUBNET MASK 255.255.255.0
DHCP ON/OFF ON (YES)
Minimum allocation IP address for DHCP 192.168.128.101
Total amount of allocatable IP address number 154
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Item Default Setting
USER REGISTRATION No.l USER ADMIN
USER REGISTRATION No.l CODE 0001
USER REGISTRATION No.l STANDARD MANUAL
USER REGISTRATION No.1 STREAMING MANUAL
USER REGISTRATION No.l1  Single/Multi SINGLE
USER REGISTRATION No.2 USER (empty)
USER REGISTRATION No.2 CODE (empty)
USER REGISTRATION No.2 STANDARD MANUAL
USER REGISTRATION No.2 STREAMING MANUAL
USER REGISTRATION No.2  Single/Multi SINGLE
USER REGISTRATION No.3 USER (empty)
USER REGISTRATION No.3 CODE (empty)
USER REGISTRATION No.3 STANDARD MANUAL
USER REGISTRATION No.3 STREAMING MANUAL
USER REGISTRATION No.3  Single/Multi SINGLE
USER REGISTRATION No.4 USER (empty)
USER REGISTRATION No.4 CODE (empty)
USER REGISTRATION No.4 STANDARD MANUAL
USER REGISTRATION No.4 STREAMING MANUAL
USER REGISTRATION No.4  Single/Multi SINGLE
USER REGISTRATION No.5 USER (empty)
USER REGISTRATION No.5 CODE (empty)
USER REGISTRATION No.5 STANDARD MANUAL
USER REGISTRATION No.5 STREAMING MANUAL
USER REGISTRATION No.5 Single/Multi SINGLE
USER REGISTRATION No.6  USER (empty)
USER REGISTRATION No.6 CODE (empty)
USER REGISTRATION No.6 STANDARD MANUAL
USER REGISTRATION No.6 STREAMING MANUAL
USER REGISTRATION No.6 Single/Multi SINGLE
USER REGISTRATION No.7 USER (empty)
USER REGISTRATION No.7 CODE (empty)
USER REGISTRATION No.7 STANDARD MANUAL
USER REGISTRATION No.7 STREAMING MANUAL
USER REGISTRATION No.7 Single/Multi SINGLE
USER REGISTRATION No.8 USER (empty)
USER REGISTRATION No.8 CODE (empty)
USER REGISTRATION No.8 STANDARD MANUAL
USER REGISTRATION No.8 STREAMING MANUAL
USER REGISTRATION No.8 Single/Multi SINGLE
USER REGISTRATION No.9 USER (empty)
USER REGISTRATION No.9 CODE (empty)
USER REGISTRATION No.9 STANDARD MANUAL
USER REGISTRATION No.9 STREAMING MANUAL
USER REGISTRATION No.9 Single/Multi SINGLE
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USER REGISTRATION No.10  USER (empty)
USER REGISTRATION No.10 CODE (empty)
USER REGISTRATION No.10 STANDARD MANUAL
USER REGISTRATION No.10 STREAMING MANUAL
USER REGISTRATION No.10 Single/Multi SINGLE
USER REGISTRATION No.11  USER (empty)
USER REGISTRATION No.11 CODE (empty)
USER REGISTRATION No.11 STANDARD MANUAL
USER REGISTRATION No.11 STREAMING MANUAL
USER REGISTRATION No.11  Single/Multi SINGLE
USER REGISTRATION No.12 USER (empty)
USER REGISTRATION No.12 CODE (empty)
USER REGISTRATION No.12 STANDARD MANUAL
USER REGISTRATION No.12 STREAMING MANUAL
USER REGISTRATION No.12  Single/Multi SINGLE
USER REGISTRATION No.13  USER (empty)
USER REGISTRATION No.13 CODE (empty)
USER REGISTRATION No.13  STANDARD MANUAL
USER REGISTRATION No.13 STREAMING MANUAL
USER REGISTRATION No.13  Single/Multi SINGLE
USER REGISTRATION No.14 USER (empty)
USER REGISTRATION No.14 CODE (empty)
USER REGISTRATION No.14 STANDARD MANUAL
USER REGISTRATION No.14 STREAMING MANUAL
USER REGISTRATION No.14 Single/Multi SINGLE
USER REGISTRATION No.15 USER (empty)
USER REGISTRATION No.15 CODE (empty)
USER REGISTRATION No.15 STANDARD MANUAL
USER REGISTRATION No.15 STREAMING MANUAL
USER REGISTRATION No.15 Single/Multi SINGLE
USER REGISTRATION No.16 USER (empty)
USER REGISTRATION No.16 CODE (empty)
USER REGISTRATION No.16 STANDARD MANUAL
USER REGISTRATION No.16 STREAMING MANUAL
USER REGISTRATION No.16 Single/Multi SINGLE
USER REGISTRATION No.17 USER (empty)
USER REGISTRATION No.17 CODE (empty)
USER REGISTRATION No.17 STANDARD MANUAL
USER REGISTRATION No.17 STREAMING MANUAL
USER REGISTRATION No.17 Single/Multi SINGLE
USER REGISTRATION No.18 USER (empty)
USER REGISTRATION No.18 CODE (empty)
USER REGISTRATION No.18 STANDARD MANUAL
USER REGISTRATION No.18 STREAMING MANUAL
USER REGISTRATION No.18 Single/Multi SINGLE
USER REGISTRATION No.19  USER (empty)
USER REGISTRATION No.19 CODE (empty)
USER REGISTRATION No.19 STANDARD MANUAL
USER REGISTRATION No.19 STREAMING MANUAL
USER REGISTRATION No.19 Single/Multi SINGLE
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USER REGISTRATION No.20 USER (empty)
USER REGISTRATION No.20 CODE (empty)
USER REGISTRATION No.20 STANDARD MANUAL
USER REGISTRATION No.20 STREAMING MANUAL
USER REGISTRATION No.20 Single/Multi SINGLE
USER REGISTRATION No.21 USER (empty)
USER REGISTRATION No.21 CODE (empty)
USER REGISTRATION No.21 STANDARD MANUAL
USER REGISTRATION No.22 STREAMING MANUAL
USER REGISTRATION No.22  Single/Multi SINGLE
USER REGISTRATION No.22 USER (empty)
USER REGISTRATION No.22 CODE (empty)
USER REGISTRATION No.22 STANDARD MANUAL
USER REGISTRATION No.22 STREAMING MANUAL
USER REGISTRATION No.22 Single/Multi SINGLE
USER REGISTRATION No.23  USER (empty)
USER REGISTRATION No.23 CODE (empty)
USER REGISTRATION No.23 STANDARD MANUAL
USER REGISTRATION No.23 STREAMING MANUAL
USER REGISTRATION No.23  Single/Multi SINGLE
USER REGISTRATION No.21 USER (empty)
USER REGISTRATION No.24 CODE (empty)
USER REGISTRATION No.24 STANDARD MANUAL
USER REGISTRATION No.24 STREAMING MANUAL
USER REGISTRATION No.24 Single/Multi SINGLE
USER REGISTRATION No.25 USER (empty)
USER REGISTRATION No.25 CODE (empty)
USER REGISTRATION No.25 STANDARD MANUAL
USER REGISTRATION No.25 STREAMING MANUAL
USER REGISTRATION No.25 Single/Multi SINGLE
USER REGISTRATION No.26 USER (empty)
USER REGISTRATION No.26 CODE (empty)
USER REGISTRATION No.26 STANDARD MANUAL
USER REGISTRATION No.26 STREAMING MANUAL
USER REGISTRATION No.26 Single/Multi SINGLE
USER REGISTRATION No.27 USER (empty)
USER REGISTRATION No.27 CODE (empty)
USER REGISTRATION No.27 STANDARD MANUAL
USER REGISTRATION No.27 STREAMING MANUAL
USER REGISTRATION No.27 Single/Multi SINGLE
USER REGISTRATION No.28 USER (empty)
USER REGISTRATION No.28 CODE (empty)
USER REGISTRATION No.28 STANDARD MANUAL
USER REGISTRATION No.28 STREAMING MANUAL
USER REGISTRATION No.28 Single/Multi SINGLE
USER REGISTRATION No.29 USER (empty)
USER REGISTRATION No.29 CODE (empty)
USER REGISTRATION No.29 STANDARD MANUAL
USER REGISTRATION No.29 STREAMING MANUAL
USER REGISTRATION No.29 Single/Multi SINGLE
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USER REGISTRATION No.30 USER (empty)
USER REGISTRATION No.30 CODE (empty)
USER REGISTRATION No.30 STANDARD MANUAL
USER REGISTRATION No.30 STREAMING MANUAL
USER REGISTRATION No.30 Single/Multi SINGLE
USER REGISTRATION No.31 USER (empty)
USER REGISTRATION No.31 CODE (empty)
USER REGISTRATION No.31 STANDARD MANUAL
USER REGISTRATION No.31 STREAMING MANUAL
USER REGISTRATION No.31 Single/Multi SINGLE
USER REGISTRATION No.32  USER (empty)
USER REGISTRATION No.32 CODE (empty)
USER REGISTRATION No.32 STANDARD MANUAL
USER REGISTRATION No.32 STREAMING MANUAL
USER REGISTRATION No.32  Single/Multi SINGLE
USER REGISTRATION No.33  USER (empty)
USER REGISTRATION No.33 CODE (empty)
USER REGISTRATION No.33 STANDARD MANUAL
USER REGISTRATION No.33 STREAMING MANUAL
USER REGISTRATION No.33  Single/Multi SINGLE
USER REGISTRATION No.34 USER (empty)
USER REGISTRATION No.34 CODE (empty)
USER REGISTRATION No.34 STANDARD MANUAL
USER REGISTRATION No.34 STREAMING MANUAL
USER REGISTRATION No.34 Single/Multi SINGLE
USER REGISTRATION No.35 USER (empty)
USER REGISTRATION No.35 CODE (empty)
USER REGISTRATION No.35 STANDARD MANUAL
USER REGISTRATION No.35 STREAMING MANUAL
USER REGISTRATION No.35 Single/Multi SINGLE
USER REGISTRATION No.36 USER (empty)
USER REGISTRATION No.36 CODE (empty)
USER REGISTRATION No.36 STANDARD MANUAL
USER REGISTRATION No.36 STREAMING MANUAL
USER REGISTRATION No.36 Single/Multi SINGLE
USER REGISTRATION No.37 USER (empty)
USER REGISTRATION No.37 CODE (empty)
USER REGISTRATION No.37 STANDARD MANUAL
USER REGISTRATION No.37 STREAMING MANUAL
USER REGISTRATION No.37 Single/Multi SINGLE
USER REGISTRATION No.38 USER (empty)
USER REGISTRATION No.38 CODE (empty)
USER REGISTRATION No.38 STANDARD MANUAL
USER REGISTRATION No.38 STREAMING MANUAL
USER REGISTRATION No.38 Single/Multi SINGLE
USER REGISTRATION No.39 USER (empty)
USER REGISTRATION No.39 CODE (empty)
USER REGISTRATION No0.39 STANDARD MANUAL
USER REGISTRATION No.39 STREAMING MANUAL
USER REGISTRATION No.39 Single/Multi SINGLE
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USER REGISTRATION No.40 USER (empty)
USER REGISTRATION No.40 CODE (empty)
USER REGISTRATION No.40 STANDARD MANUAL
USER REGISTRATION No.40 STREAMING MANUAL
USER REGISTRATION No.40 Single/Multi SINGLE
USER REGISTRATION No.41 USER (empty)
USER REGISTRATION No.41 CODE (empty)
USER REGISTRATION No.41 STANDARD MANUAL
USER REGISTRATION No.41 STREAMING MANUAL
USER REGISTRATION No.41 Single/Multi SINGLE
USER REGISTRATION No.42 USER (empty)
USER REGISTRATION No.42 CODE (empty)
USER REGISTRATION No.42 STANDARD MANUAL
USER REGISTRATION No.42 STREAMING MANUAL
USER REGISTRATION No.42 Single/Multi SINGLE
USER REGISTRATION No.43 USER (empty)
USER REGISTRATION No.43 CODE (empty)
USER REGISTRATION No.43 STANDARD MANUAL
USER REGISTRATION No.43 STREAMING MANUAL
USER REGISTRATION No.43  Single/Multi SINGLE
USER REGISTRATION No.44 USER (empty)
USER REGISTRATION No.44 CODE (empty)
USER REGISTRATION No.44 STANDARD MANUAL
USER REGISTRATION No.44 STREAMING MANUAL
USER REGISTRATION No.44 Single/Multi SINGLE
USER REGISTRATION No.45 USER (empty)
USER REGISTRATION No.45 CODE (empty)
USER REGISTRATION No.45 STANDARD MANUAL
USER REGISTRATION No.45 STREAMING MANUAL
USER REGISTRATION No.45 Single/Multi SINGLE
USER REGISTRATION No.46 USER (empty)
USER REGISTRATION No.46 CODE (empty)
USER REGISTRATION No.46 STANDARD MANUAL
USER REGISTRATION No.46 STREAMING MANUAL
USER REGISTRATION No.46 Single/Multi SINGLE
USER REGISTRATION No.47 USER (empty)
USER REGISTRATION No.47 CODE (empty)
USER REGISTRATION No.47 STANDARD MANUAL
USER REGISTRATION No.47 STREAMING MANUAL
USER REGISTRATION No.47 Single/Multi SINGLE
USER REGISTRATION No.48 USER (empty)
USER REGISTRATION No.48 CODE (empty)
USER REGISTRATION No.48 STANDARD MANUAL
USER REGISTRATION No.48 STREAMING MANUAL
USER REGISTRATION No.48 Single/Multi SINGLE
USER REGISTRATION No.49 USER (empty)
USER REGISTRATION No.49 CODE (empty)
USER REGISTRATION No.49 STANDARD MANUAL
USER REGISTRATION No.49 STREAMING MANUAL
USER REGISTRATION No.49  Single/Multi SINGLE
USER REGISTRATION No.50 USER (empty)
USER REGISTRATION No.50 CODE (empty)
USER REGISTRATION No.50 STANDARD MANUAL
USER REGISTRATION No.50 STREAMING MANUAL
USER REGISTRATION No.50 Single/Multi SINGLE
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Maximum connecting time of Handset port (Auto DCN.) | 0 (unlimited)
Maximum connecting time of TEL1 port (Auto DCN.) 0 (unlimited)
Maximum connecting time of TEL2 port (Auto DCN.) 0 (unlimited)
Maximum connecting time of ISDN port (Auto DCN.) 0 (unlimited)
Maximum connecting time of STREAMING 0 (unlimited
communication port (USB/Ethernet) (Auto DCN.) (unlimited)
Maximum Idle connecting time of STANDARD .
communication port (USB/Ethernet) (Auto DCN.) OFF (unlimited)
APN Profile Profile I Name Profile 1
APN Profile Profile I  APN setting SIM default
APN Profile Profile 1 APN (empty)
APN Profile Profile I  User (empty)
APN Profile Profile 1 Pass (empty)
APN Profile Profile I  Global IP setting Dynamic
APN Profile Profile 1 ~ Global IP address (empty)
APN Profile Profile 2 Name Profile 2
APN Profile Profile 2 APN setting SIM default
APN Profile Profile 2 APN (empty)
APN Profile Profile 2 User (empty)
APN Profile Profile 2 Pass (empty)
APN Profile Profile 2 Global IP setting Dynamic
APN Profile Profile 2 Global IP address (empty)
APN Profile Profile 3 Name Profile 3
APN Profile Profile 3 APN setting SIM default
APN Profile Profile 3 APN (empty)
APN Profile Profile 3 User (empty)
APN Profile Profile 3 Pass (empty)
APN Profile Profile 3  Global IP setting Dynamic
APN Profile Profile 3  Global IP address (empty)
APN Profile Profile 4 Name Profile 4
APN Profile Profile 4 APN setting SIM default
APN Profile Profile 4 APN (empty)
APN Profile Profile 4 User (empty)
APN Profile Profile 4 Pass (empty)
APN Profile Profile 4 Global IP setting Dynamic
APN Profile Profile 4 Global IP address (empty)
APN Profile Profile 5 Name Profile 5
APN Profile Profile 5 APN setting SIM default
APN Profile Profile 5 APN (empty)
APN Profile Profile 5 User (empty)
APN Profile Profile 5 Pass (empty)
APN Profile Profile 5 Global IP setting Dynamic
APN Profile Profile 5 Global IP address (empty)
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Packet Filter No.1  Priority (empty)
Packet Filter No.1  Action Pass
Packet Filter No.1 Direction Outgoing
Packet Filter No.1  Protocol ALL
Packet Filter No.1 Destination IP (empty)
Packet Filter No.1 Destination Port range (empty)
Packet Filter No.1 Source IP (empty)
Packet Filter No.1 Source Port range (empty)
Packet Filter No.2  Priority (empty)
Packet Filter No.2 Action Pass
Packet Filter No.2  Direction Outgoing
Packet Filter No.2 Protocol ALL
Packet Filter No.2 Destination IP (empty)
Packet Filter No.2 Destination Port range (empty)
Packet Filter No.2 Source IP (empty)
Packet Filter No.2 Source Port range (empty)
Packet Filter No.3  Priority (empty)
Packet Filter No.3  Action Pass
Packet Filter No.3 Direction Outgoing
Packet Filter No.3  Protocol ALL
Packet Filter No.3  Destination IP (empty)
Packet Filter No.3 Destination Port range (empty)
Packet Filter No.3  Source IP (empty)
Packet Filter No.3  Source Port range (empty)
Packet Filter No.4 Priority (empty)
Packet Filter No.4 Action Pass
Packet Filter No.4 Direction Outgoing
Packet Filter No.4  Protocol ALL
Packet Filter No.4 Destination IP (empty)
Packet Filter No.4 Destination Port range (empty)
Packet Filter No.4 Source IP (empty)
Packet Filter No.4 Source Port range (empty)
Packet Filter No.5  Priority (empty)
Packet Filter No.5 Action Pass
Packet Filter No.5 Direction Outgoing
Packet Filter No.5 Protocol ALL
Packet Filter No.5 Destination IP (empty)
Packet Filter No.5 Destination Port range (empty)
Packet Filter No.5 Source IP (empty)
Packet Filter No.5 Source Port range (empty)
Packet Filter No.6  Priority (empty)
Packet Filter No.6  Action Pass
Packet Filter No.6  Direction Outgoing
Packet Filter No.6  Protocol ALL
Packet Filter No.6  Destination IP (empty)
Packet Filter No.6  Destination Port range (empty)
Packet Filter No.6  Source IP (empty)
Packet Filter No.6  Source Port range (empty)
Packet Filter No.7  Priority (empty)
Packet Filter No.7 Action Pass
Packet Filter No.7 Direction Outgoing
Packet Filter No.7 Protocol ALL
Packet Filter No.7 Destination IP (empty)
Packet Filter No.7 Destination Port range (empty)
Packet Filter No.7 Source IP (empty)
Packet Filter No.7 Source Port range (empty)
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Packet Filter No.8  Priority (empty)
Packet Filter No.8 Action Pass
Packet Filter No.8 Direction Outgoing
Packet Filter No.8  Protocol ALL
Packet Filter No.8 Destination IP (empty)
Packet Filter No.§ Destination Port range (empty)
Packet Filter No.8  Source IP (empty)
Packet Filter No.8 Source Port range (empty)
Packet Filter No.9  Priority (empty)
Packet Filter No.9 Action Pass
Packet Filter No.9  Direction Outgoing
Packet Filter No.9  Protocol ALL
Packet Filter No.9 Destination IP (empty)
Packet Filter No.9 Destination Port range (empty)
Packet Filter No.9  Source IP (empty)
Packet Filter No.9 Source Port range (empty)
Packet Filter No.10  Priority (empty)
Packet Filter No.10  Action Pass
Packet Filter No.10 Direction Outgoing
Packet Filter No.10  Protocol ALL
Packet Filter No.10  Destination IP (empty)
Packet Filter No.10 Destination Port range (empty)
Packet Filter No.10  Source IP (empty)
Packet Filter No.10  Source Port range (empty)
Packet Filter No.11  Priority (empty)
Packet Filter No.11  Action Pass
Packet Filter No.11  Direction Outgoing
Packet Filter No.11  Protocol ALL
Packet Filter No.11 Destination IP (empty)
Packet Filter No.11 Destination Port range (empty)
Packet Filter No.11  Source IP (empty)
Packet Filter No.11 Source Port range (empty)
Packet Filter No.12  Priority (empty)
Packet Filter No.12  Action Pass
Packet Filter No.12 Direction Outgoing
Packet Filter No.12  Protocol ALL
Packet Filter No.12 Destination IP (empty)
Packet Filter No.12  Destination Port range (empty)
Packet Filter No.12  Source IP (empty)
Packet Filter No.12  Source Port range (empty)
Packet Filter No.13  Priority (empty)
Packet Filter No.13  Action Pass
Packet Filter No.13  Direction Outgoing
Packet Filter No.13  Protocol ALL
Packet Filter No.13  Destination IP (empty)
Packet Filter No.13  Destination Port range (empty)
Packet Filter No.13  Source IP (empty)
Packet Filter No.13  Source Port range (empty)
Packet Filter No.14  Priority (empty)
Packet Filter No.14  Action Pass
Packet Filter No.14  Direction Outgoing
Packet Filter No.14  Protocol ALL
Packet Filter No.14 Destination IP (empty)
Packet Filter No.14 Destination Port range (empty)
Packet Filter No.14  Source IP (empty)
Packet Filter No.14  Source Port range (empty)
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Packet Filter No.15  Priority (empty)
Packet Filter No.15 Action Pass
Packet Filter No.15 Direction Outgoing
Packet Filter No.15  Protocol ALL
Packet Filter No.15 Destination IP (empty)
Packet Filter No.15  Destination Port range (empty)
Packet Filter No.15 Source IP (empty)
Packet Filter No.15 Source Port range (empty)
Packet Filter No.16  Priority (empty)
Packet Filter No.16  Action Pass
Packet Filter No.16  Direction Outgoing
Packet Filter No.16  Protocol ALL
Packet Filter No.16 Destination IP (empty)
Packet Filter No.16 Destination Port range (empty)
Packet Filter No.16  Source IP (empty)
Packet Filter No.16  Source Port range (empty)
Packet Filter No.17  Priority (empty)
Packet Filter No.17  Action Pass
Packet Filter No.17 Direction Outgoing
Packet Filter No.17  Protocol ALL
Packet Filter No.17 Destination IP (empty)
Packet Filter No.17 Destination Port range (empty)
Packet Filter No.17 Source IP (empty)
Packet Filter No.17 Source Port range (empty)
Packet Filter No.18 Priority (empty)
Packet Filter No.18  Action Pass
Packet Filter No.18 Direction Outgoing
Packet Filter No.18  Protocol ALL
Packet Filter No.18 Destination IP (empty)
Packet Filter No.18 Destination Port range (empty)
Packet Filter No.18  Source IP (empty)
Packet Filter No.18 Source Port range (empty)
Packet Filter No.19  Priority (empty)
Packet Filter No.19  Action Pass
Packet Filter No.19  Direction Outgoing
Packet Filter No.19  Protocol ALL
Packet Filter No.19  Destination IP (empty)
Packet Filter No.19  Destination Port range (empty)
Packet Filter No.19  Source IP (empty)
Packet Filter No.19  Source Port range (empty)
Packet Filter No.20  Priority (empty)
Packet Filter No.20  Action Pass
Packet Filter No.20 Direction Outgoing
Packet Filter No.20  Protocol ALL
Packet Filter No.20  Destination IP (empty)
Packet Filter No.20 Destination Port range (empty)
Packet Filter No.20  Source IP (empty)
Packet Filter No.20  Source Port range (empty)
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Packet detection activate No.1 Disable / Enable Disable (unchecked)
Packet detection activate No.1 Base IP 192.168.128.101
Packet detection activate No.1 Count 1
Packet detection activate No.1  Profile Profile 1
Packet detection activate No.2 Disable / Enable Disable (unchecked)
Packet detection activate No.2 Base IP 192.168.128.101
Packet detection activate No.2 Count 1
Packet detection activate No.2 Profile Profile 1
Packet detection activate No.3 Disable / Enable Disable (unchecked)
Packet detection activate No.3 Base IP 192.168.128.101
Packet detection activate No.3 Count 1
Packet detection activate No.3  Profile Profile 1
Packet detection activate No.4 Disable / Enable Disable (unchecked)
Packet detection activate No.4 Base IP 192.168.128.101
Packet detection activate No.4 Count 1
Packet detection activate No.4 Profile Profile 1
Packet detection activate No.5 Disable / Enable Disable (unchecked)
Packet detection activate No.5 Base IP 192.168.128.101
Packet detection activate No.5 Count 1
Packet detection activate No.5 Profile Profile 1
Packet detection activate No.6  Disable / Enable Disable (unchecked)
Packet detection activate No.6  Base IP 192.168.128.101
Packet detection activate No.6 Count 1
Packet detection activate No.6  Profile Profile 1
Always activate Setting 1  Profile Disable
Always activate Setting 1 Local IP 0.0.0.0
Always activate Setting 2 Profile Disable
Always activate Setting 2 Local IP 0.0.0.0
Always activate Setting 3 Profile Disable
Always activate Setting 4 Local IP 0.0.0.0
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